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We would like to sincerely thank you for using the generators of
Hoa Binh Corporation.

To improve the economic efficiency in the exploitation and safe use of the 
equipment, please kindly read the user manual carefully before installation, 
operation and maintenance. This will help to ensure the machines to be always
in top conditions and operate in a most favorable conditions.

Should you have any questions or suggestions related to the machines, mode
of operation, maintenance and operation of machines, please contact our
company. We are pleased to serve you.

We believe that this document will help you much and once again we would
like to sincerely thank for your trust for the products of our company.

INTRODUCTION
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The high temperature of the cooling water will cause burns to you if you fail to comply with the 
following user manual.

DANGER: You will be seriously injured or dead if you do not comply with the following user manual.

WARNING: You will be badly injured or dead if you do not comply with the following user manual.

CAUTION: You will be injured if you do not comply with the following user manual.

IMPORTANT: Your Generator and other assets will be damaged if you do not comply with the 
following user manual.

1.1 The warning labels:
The following warning labels are to warn you about the dangers that may occur and cause severe injury. 
Please see the content below carefully.

● Please carefully note the following stickers on the machine:

1. Do not operate or idle in 
    non ventilated areas, carbon 
    monoxide gas is colorless,
    odorless and deadly.
2. Do not operate in wet 
    or damp conditions.

1. Turn off generator circuit 
    breaker.
2. Turn off all switches on 
    electrical load.
3. Make certain load 
    connections and power 
    cables are in good condition.

To avoid personal injury or 
equipment damage before 
starting engine:

To avoid serious injury or death:

DANGER! CAUTION!

 

High temperature, 

you can be burned 

Place of hot discharged air

Cautious when contact with

 rotating movement

Dangerous when hooks

Place of discharging fuel 

Place of discharging  water

Place of discharging  oil

Operation instruction

Warning of fire 

DANGER: Avoid servere injuiries and death .
CAUTION: Pay attention to causes of injuries and asset damages

1. SAFETY REGULATIONS
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May result if fingers or 
clothing are caught in 
rotating parts.
 

To avoid personal injury:

IG0005-01UV

Do not operate the machine
with the side covers or
access doors removed or 
open.
 

CAUTION!

OPERATING INSTRUCTIONS
Before operating the engine, please read the 
Operator’s Manual carefully to ensure safe operation.

1. Check the engine oil level and add, if the oil level  is low.
2. Check the engine coolant level and add, if the level is low.
3. Check the fuel level and add, if the fuel level is low.
4. Make sure the terminal cover and access door are closed.
5. Turn off the electrical device connected to the Generator.
6. Check the circuit breaker and set to OFF position.
7. For the details of other inspection items and notes on safe
    operation. Read the Operator’s Manual.

Starting and operation

1. Turn “OFF” the Circuit breaker. 
2. Turn “ON” the Starter switch. 
3. Press “RUN” button in Controller to start engine
(Note: Operate the engine with no load for a few minutes).
4 .Turn “ON” set the Circuit breaker. 
5. Turn “ON” the electrical device connected to the 
    Generator.

IG0004-01UV

Stopping the engine

1. Turn “OFF” the electrical device connected to the 
    Generatorr. 
2. Set the Circuit breaker to “OFF”.  
3. Operate the engine with no load for a few minutes.
4. Press “STOP” button in Controller to stop engine. 
5. Turn “OFF” the starter switch.

DO NOT REMOVE RADIATOR CAP

WHILE COOLANT IS HOT.

 

TO AVOID PERSONAL INJURY:

IG0006-01UV

WHEN COOL, ROTATE CAP SLOWLY

TO THE FIRST STOP TO ALLOW

EXCESS PRESSURE TO ESCAPE.

 

CAUTION!

THEN REMOVE CAP COMPLETELY.

WATER
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Hot parts can cause severe burns.
HOT SURFACES

Do not touch engine while operating
or just after stopping.

IG0007-01UV

CAUTION!

Do not swing while lifting.
 

To avoid personal injury:

Never use the hook when
the bonnet is removed or 
when any bolts are loose.
 

CAUTION!

IG0024-01UV

WARNING
DO NOT REFUEL WHEN ENGINE IS RUNNING OR HOT.

WHEN REFUELING, KEEP ALL FLAMES, SPARK AND 

CIGARETTES AWAY FROM GENERATOR.

DO NOT OVERFILL FUEL SYSTEM IF ANY FUEL 

OVERDLOWS, WIPE IT UP COMPLETELY BEFORE

STARTING OPERATION. 

IG0008-01UV

!

FUEL: DIESEL (PETROL)
FLAMABLE
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1.2. Information of safety

Your safety will be ensured absolutely if you conduct the operation as directed. Read and understand 
them before operating the machine, you will reduce the risk of injury and other damages after getting
used to the operation.

1.2.1 Responsibilities of the operator:

- Know how to stop the machine in cases of emergency.

- Proficient in the operation and connecting devices.

- Ensure that the person has read and understood the instructions before using.

- Not allow people with intellectual disabilities and children to operate the machine.

1.2.2 Impact of discharged gas

- Discharged gas contains carbon monoxide, a gas that is colorless, odorless that often contains high 
toxic. If you inhale this gas much, it leads to poisoning, respiratory failure and can lead to death.

- If you operate the machine in a confined space, you can inhale these fumes. It is necessary to put the
 machine in a well ventilated area.

1.2.3 Risk of electric shock

- Use the generator in the rain will cause risk of electric shock. Do not operate, control the machine 
when your hands and foods are wet, because it does not ensure electrical safety.

- If the machine are placed outdoors and uncovered, the operator should carefully check the joints and 
the leaked locations before operation.

- Do not connect directly the power supply of the geneator to the national grid, it should be connected
 through a reversal breaker.

1.2.4 Risk of explosion and fires

- Avoid placing the machine and the discharging system of gas, hot air, near the fire-prone places such 
as chemical factories, petrol, ... because the temperature in the machine is high and it can cause fire.

- Not refill fuel for the generator when it is not stopped already.
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Warning electric shock 
  

HOT

EXHAUST

Warning hot exhaust



2. BASIC INFORMATION ABOUT THE GENERATOR

3. INTRODUCTION OF THE CONTROLLER

1

5 6

2 3

7

4

Interpretation of the functions on the controller:

1 - The LED light to display error status

2 - The LED light to display Auto operating modes 

3 – The LED light to display Man operating modes 

4 - Function key to move to the next pages. In the 
programming mode, it is used to enter the programming page
 and save the data and to turn off the error warning horn.

5 - Reset key has the recovery function to its original state after the error is finished. It is also used to
 change the operation mode to Stop mode.

6 - Auto button is used to select the Auto mode operation. In programming, it operates as the "Down" 
button (change the current cursor position) or the "Reduce" button (reducing the value of the parameter)

7 - Start button to start the machine when the machine is in Manual mode. In its programming, it works
like Up button (change the current cursor position) or Increase button (increase the value of the 
parameter)

(For more details, please see the use instruction for the controller EMKO Mini AMF supplied with 
the machine).

5

CONTROL PANEL

TERMINAL BOX
(For connecting
 loads) 

HOT AIR OUTLET

EXHAUST OUTLET

LIFT HOOK

MAINTENANCE DOORS

4 HOLES
(For installation genset)
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3.1 EMKO TRANS MINI AMF CONTROLLER
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Interpretation of the functions on the controller:

1  This LED indicates that a “Shutdown”alarm was detected.

2  This LED indicates that a “Warning”alarm was detected.

3 This LED indicates that a "Maintenance" alarm was detected

This LCD display is used for displaying the electrical measurements during normal operation, and editing/4  

   inspecting programming parameters in program mode.

5  This LED indicates that Mains voltage and frequency is within limits and is ready to take over the load.

6 This LED shows that the load is supplied from the mains.

7  This LED shows that the load is supplied from the generator.

8  This LED indicates that generator voltage and frequency is within limits and is ready to take over the load.

9  This LED indicates that the engine has started and is running.

This LED shows that the unit is in the AUTO mode.10  

This LED shows that the unit is in the TEST mode.11  

shows that the unit is in the MANUAL mode.12 This LED 

13 In the MAN, AUTO and TEST modes, this LED indicates that the engine is starting up or is running.

This LED shows that the unit is in the STOP mode.14  

Warning and alarm messages shortcut button.15  

Event logs shortcut button.16  

17  The LAMP TEST button illuminates all LED indicators.

18 This button is used for showing previous parameters on the currently selected page in normal operation. 

     In programming mode, it operates as an Up button (changing cursor position) or increment button (increase parameter value).

This button is used for showing previous page in normal operation. In programming mode, it operates as an Left button 19

     (changing cursor position).

20 This button is used for entering parameter edit section and saving parameter value in programming mode.

21 This button is used for showing next page in normal operation. In programming mode, it operates as an Right

     button (changing cursor position).

22 This button is used for showing next parameters on the currently selected page in normal operation. 

     In Programming mode, it operates as an Down button (changing cursor position) or Decrement button 

(decrease parameter value).

The escape button is used for exit previous section in programming mode.23

When this button is pressed, the unit goes into its PROGRAMMING Mode.24

This button will silence the alarm horn after a failure has been detected.25

This button opens or closes the mains contactor, only operative when manual mode is selected.26

This button opens or closes the gen. contactor, only operative when manual mode is selected.27

This button will reset the controller after a failure has been detected.28

The AUTO button is used for changing operating mode of the unit to the AUTO Mode.29

The TEST button is used for changing operating mode of the unit to the TEST Mode.30

The MAN button is used for changing operating mode of the unit to the MANUAL Mode.31

The START button is used for starting the engine when the unit is in the Manual Mode.32

33 The STOP button is used for changing operating mode of the unit to the STOP Mode. The generator is stopped.

3.2 EMKO TRANS AMF CONTROLLER

(For more details, please see the use instruction for the controller EMKO TRANS AMF supplied with the generator).
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4.  INSTRUCTIONS OF INSTALLATION

4.1 General installation standards

The following basic criteria must be included in the provisions for the installation:

- Select the set values related to the operational conditions of the environment (temperature, altitude, 
  humidity) at the place of the machines.

- If the room for the generator is in a close environment, it size must be suitable to allow good access to
  the engine and generator to conduct the operation, maintenance and services.

- If the machine is in a close environment, adequate supply of air necessary for the combustion in the
  engine, cooling (cooling and generators) must be ensured and the engine room must be ventilated 
  (clean and fresh).

- Use standard oil and lubricant materials.

- Ensure the issues relating to noise when the machine is operated.

4.2. The types of installation of generators:

- Outdoor installation.

- Indoor installation.

4.2.1 Outdoor installation

The machines must be protected against atmospheric agents such as rain, dust, etc ... and not be placed
 in direct sunlight, as this may cause overheating. One solution could solve this problem is to build a 
 hosue to the the machine.

4.2.2 Indoor installation

The Indoor installation must comply with the following requirements:

- Suitable room size to allow easy operation and maintenance of the machine.

- The recommended minimum space size for work space around the machine is 1 meter and the height 
  of the engine room is ≥ 1.5 meters.

The recommended minimum

 space size for work space around

 the machine is 1 meter

7
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- The supply system of fresh air to ensure the machine room is always cool and ventilated. 

 

Door for

 supply

 fresh air 

Door for 

discharge

 hot gas

-  The system of discharged pipes must be designed with the possible minimum distances to reduce
 the bendings.

 

Arrange outlet of the discharged pipes Fixing the pipes of discharged air

-  Moving the machine to the place of installation:
 

Use rollers to put the machine in the placeUse a manual trolley to put the machine in the place 

Use a crane to put the machine in the place After the installation is finished, the machine
 must be earthed

5.  START, TURN OFF THE GENERATOR 

5.1  The procedure of starting the generator 

Step 1: Turn off old the electric equipment and the
 CB on the machine

8
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Step 2: Check and transfer switch “EMEGENCY 
            CASE” to “CONTROLLER” .position



Step 4: Press “RUN” button on the controller
to start the machine

Step 5: Check the error warning lights on the controller 
- If the warning light is off – go on with step 6
- If the warning light is on - recheck the error 
settings on the controller 

Step 6: Putting the CB on the machine to position
"ON". Close CB and the consumption devices 
(keep the suitable load for machine only. Avoid 
capacity overload).

5.2 Stop the machine

Step 1: Turn CB, turn off all electrical devices. Then turn CB in the position "OFF" on the controller
 of the generator. Let the machine be idle for about 5 minutes.

Step 2: Press the "STOP" button on the controller. The machine will run for a while and will stop. 
If press the "STOP" button 2 times, the machine will immediately stop.

Step 3: Turn the source key to the position "OFF"

9
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Note:
- When the fuel level in the fuel filter is low, before performing
  step 3, you should press and hold the button “ELECTRIC 
  FUEL PUMP” as shown below within 2 minutes to start the 
  electric fuel pump until the fuel in the filter is full.

- In case of faulty driver can not operate the generator: 
  It is possible to operate the generator in an emergency by:
  Transfer switch "EMERGENCY CASE" to "MANUAL" posision
  and start the machine by turning the key on the dashboard 
  to the "START"  (The emergency run is only done by posision
  people who are responsible, and must have operations supervisor 
  when operate.
  

Step 3: Put in the key of the source and turn it to
 “ON” position



5.3 Emergency stop

Press the "Emergency stop" button. If the machine does not stop, shut the machine down turn the 
accelerator to "STOP" position on the body of the engine.

6.  OUTPUT CONNECTION OF GENERATOR 

6.3 ATS connection with the generator 

On the box of the power output of the generator, it is equipped with the domino connections with ATS
 cabinet. When you use ATS cabinet, if there is an electric shut off, the generator will start automatically
 and supply power to the electric devices.

 

Connection place for ATS

10
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Note:
- When you use a generator, you must ensure total load of power consumption is less than the capacity
   of the machine to avoid the overloading of the machine.

- If the machine is overload, you need to cut down the load to ensure the machine works well.

-  For 3-phase generator, when installed to determine the phase sequence. Avoid ill-phase phenomenon, damage 
  electrical equipment.

6.1  01 phase genset: 
        

6.2  03 phase genset:
         

01 phase

03 phase

L1L2

L3 L2 L1 N

L3 L2 L1 N L3 L2 L1 N

         01 phase 220VAC

           03 phase 380VAC

           (Neutral)

           (Neutral)

          01 phase 220VAC

( )Neutral



7.   MAINTENANCE

7.1  The works should be checked before the maintenance: 

Step 1: Turn off the controller 

Turn the contact of the source from position “ON” to “OFF”. Step 2: Press the button Emegency.

7.2. Check oil

Step 1: Check leakage at the oil filter 

Step 2: Check the level of the oil, use the standard checking stick to check the level of the oil that allow
 good operation of the machine. The level of the oil that allow good operation of the machine 2/3 of the
 standard checking stick.

Case 1: If the level of the oil is in the permitted leven, we add 
more oil (if lack of oil).

Case 2:  The oil is over the self life, it should be replaced.

Step 3: Replace new oil for the generator

 

Place oil drain Place input new oil in to engine
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Drain old oil in the engine by remove the screw nut (as the photo below)
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UPPER LOWER



7.3 Check the fuel

Step 1: Check for leakages in the fuel pipe 
of the engine and the fuel tank.

Step 2: Check for leakages in the fuel filter place 

Step 3: Check the fuel level on the standard fuel stick of the fuel tank (with the tank outside) or %
of the fuel level on the controller as follows:
Turn the contact to the position: INT. FUEL TANK – Check the level of the fuel tank inside 
Turn the contact to the position: EXT. FUEL TANK – Check the level of the fuel tank inside

 

7.4 Check cool  waterant

 Step 1: Check the water level in the secondary tank

-  If the water level is too low, you should check the reason of loosing 
coolant water.

-  If the water level is higher than allowed level, you should check water
 inside the radiator.

Step 2: Remove the cover, check water level inside the radiator

Step 3: Check and tighten the screws of the hose clamps

Notes:
- You should only check and refill coolant water after the generator stops already and is cool to 
avoid burns.

- When you replace and rinse the radiator, you must mix the coolant water with a suitable
proportion. Mixing ratio is of 50% water and 50% coolant water.

12
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7.5 Check the radiator

Check the surface of the tank. If there are dust on the surface,  you should clean to ensure good 
ventilation when the machine is operating.

7.6 Check the battery

Add water into the battery when the water level is blow the allowed level. (see figure)

Use water to add into the tank (not add acid into the tank)

Note: Only add acid on the first time use (new tank) with the acid 
concentrations according to the manufacturer's standards 
(see instruction of using Batteries)

Instructions to use the battery 
- Add sulfuric acid solution into the tank to allowed level (Level Up).

- Proportion of electrolyte solution at the temperatures of 200 degree C for the battery of the machine 
corresponding to 1.25 ~ 1.27.

- About 15 minutes after adding acid, you need to recharge the tank. The charging current capacity is 
of about one tenth of the battery capacity. Charging time is about 30 minutes.

- During use if the electrolyte solution is dried, you need to add water to the "Level Up". Absolutely 
no refills of acid.

13

Enough water Not enough water Too enough water
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7.6.1 For dilute acid battery:

7.6.2 For sealed battery:

Check the current status of the battery under the signature of god eye on the battery as follows:

+ Indicator is blue: Normal operation.

+ Indicator is not color: Low voltage, need to recharge.

+ Indicator is red: Battery was damage, need to replace new one.
indicator



7.9 Check, clean and replace the air filter

After each time of running, you need to check the air filter (depending on the dust in the environment, 
the checking frequency of the air filter will be more).

Step 1: Remove the lid of the air filter 
Step 2: Remove the body of the air filter 
Step 3: Remove the big and the small filters (if any) to check. Use the air gun to remove all the dust 
from inside out. 

 

7.10 Check the belt of the fan

Notes: How to identify the belt is loose
-  When the generator is running, there is strange noise at the top of the fan.
-  The temperature of the generator is high.
-  Treatment: Use the correct key to turn the pulley at the dynamo charger.

14
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7.7 Remove the battery 

•  Use the key to open the pole (-) first •   Then open pole  (+) 

7.8 Connect the battery:

When we connect the battery: Connect the pole (+) first, then the pole (-).

Notes: You should operate the generator at least one time in 2 weeks, from 15-30 minutes / time.



1

Maintenance Every
day

First
50

hours
100

hours
200

hours
400

hours

Every Every Every
500

hours

Every
800

hours

Every
1000
hours

Every
1500
hours

Every Every
2

Every

year

Interval

No.

1 Check of fuel pipes and clamp bands

2 Change of engine oil

4

5 Check of fan belt tightness

6 Check of radiator holes and clamp
bands

7 Check of intake air hose

8 Replacement of oil filter cartridge

9
Replacement of fuel filter cartridge 
or element

10
Cleaning of sedimenter 
(water separator)

11
Cleaning of water jacket 
(radiator interior)

12 Replacement of fan belt

13 Check of valve clearance (*3)

14
Replacement of air cleaner element
(*2)

15
Check of damage in electric wiring
and loose connections

16
Check of fuel injection nozzle
njection pressure (*3)

17 Check of injection pump (*3)

18 Replacement of fuel pipes and 
clamp bands (*3)

19
Replacement of radiator holes and
clamp bands

Replacement of battery

Change of radiator coolant (L.L.C.)

Replacement of intake air hose (*4)

20

21

22

3

Cleaning of air cleaner element (*1) 

Check of battery electrolyte level

8. REGULAR CHECK & MAINTENANCE SCHEDULE 

15

The jobs indicated by     must be done after the first 50 hours of operation.
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(*1): Air cleaner should be cleaned more often in dusty conditions than in nornal conditions.

(*2): After 6 times of cleaning.

(*3): These items should be service by an qualified mechanician or authorized genset dealer.
(*4): Replace earlier if necessary.

3000
hours



9. STORAGE AND MAINTAIN THE MACHINE

9.1 Storage

The steps that are required for the engine before storage:

 For generators with storage period of about 6 months:

 Drain the old oil inside the engine then change new oil (should run the engine for about 5 minutes before drain

 the oil).

 Replace the new oil filter.

 Drain all the oil in the engine and change new oil. Drain all the water in the machine and replace the new water 

with the proper ratio of water: additive = 1: 1 (with a content of 50% additive ratio).

 Clean the air discharge system and spray the appropriate rust protective agents.

 Turn the crankshaft with a motor launch.

 Remove the battery, clean and store it in a dry, cool and clean place. You should  always fully charge the battery.

 For metal surfaces, you should not paint or put grease or corrosion inhibitor on them.

 Clean the outside of the first part of generator, apply appropriate anti-rust.

 Cover all the vents of the generator suck as lubricating oil cap, air filter, lid of cooling tank, the holes of the 

discharge system, ...

 Keep the generator in a dry place. If the generator is stored outside, it must be covered carefully, avoid rain, 

sunlight exposure.

9.2 Preparation of the generator after a long period of inactivity

In order to operate the machine safely, efficiently after a long time storage, you need to fully implement the 

instructions below:

Step 1: Dismantle the objects cover the engine.

Step 2: Insert the Battery (be sure to match the correct poles: anode first, then cathode)

Step 3: Drain all the lubricating oil, cooling water and replace with new standard lubricant, cooling water.

Step 4: Use right types of fuel and right fuel tank.

Step 5: Carry out all checking steps before startup.

Step 6: Turn the crankshaft several times with the starter motor. Each time for about 15 seconds and a lap of 

2 minutes / time to ensure that the engine is fully lubricated.

Step 7: Start the engine and run the machine idlly for about 15 minutes. You should heat up and check the 

parameters of the engine very carefully before carrying the load.

Step 8: In the first operating day, you should check the engine regularly to see if the machine are leaked or there

 are strange phenomenon in the generator.

Note: Do not start the generator over 30s / time and each time must be separated by at least 2 minutes.

16
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10 . CHECKING AND DEALING WITH SOME BASIC COMMON ERRORS

17

Types of errors Reasons Way of dealing 

No fuel inside Add fuel for the motor 
There are foams in the fuel supply line Discharge wind in the fuel 

Water in fuel 
Discharge the fuel, clean the 
fuel filter 

Failed fuel tank 
Tighten or replace new pipe 
 

Fuel filter is blocked Clean, replace 
Dirty fuel Replace new fuel 
The connection of the fuel supply pipe 
to the spraying nozzle is loosen 

Tighten pipes 

The valve to stop the fuel is failed Replace 
The start motor is failed Check, repair  
The battery is failed Replace 
The spraying nozzle, the high pressure 
pump are failed  

Clean, replace 

The engine cannot be started 

The electric contact part is failed Check, replace 
The fuel filter is blocked or the fuel is 
dirty 

Clean, change new fuel 

The air filter is blocked Clean, replace 
The nozzle or the high pressure pump is 
blocked 

Check, clean 
The engine operates unstably 

The speed control of the machine is 
failed 

Clean, replace 

Too much oil  Check and reduce the oil 
The discharged air is white – 
blue The fuel is sprayed in wrong cycle  

Check and adjust the time of 
injection of high-pressure 
pump 

The machine is overloaded  
Use dirty fuel   
The fuel filter is blocked  Clean, replace 

The discharged air is grey – 
black  

The Air filter is blocked  Clean, replace 
Not enough oil for the  Check and add 
The oil filter is blocked Clean or replace 
The safety valve is blocked Clean 
The spring of the safety valve is failed Replace 
The pipe of the oil is blocked Clean 

The pressure of the oil is low 

Do not use the standard oil Change new standard oil 
Safety valve is failed Check and replace The pressure of the oil is high 

 Do not use the standard oil Change new standard oil 

There is not enough oil for the engine 
Checking for leaks and refill 
oil 

There is not enough cooling water 
Checking for leaks and refill 
water 

The belt of the fan is failed Check the belt, replace 
The heat stabilization valve is not open Check, repace 

The temperature of the engine 
is increased rapidly 

The cooling part on the water is too 
dirty  

Check, clean 
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Xin chân thành cảm ơn Quý khách đã tin dùng sản phẩm máy phát
điện của công ty Cổ Phần Hòa Bình.

Để nâng cao hiệu quả kinh tế trong khai thác và an toàn trong sử
dụng thiết bị, xin Quý khách vui lòng đọc kỹ tài liệu hướng dẫn 
này trước khi lắp đặt, vận hành và bảo dưỡng máy, góp phần đảm
bảo cho máy luôn ở trong tình trạng tốt nhất và hoạt động trong một
điều kiện thuận lợi nhất.

Khi Quý khách có bất kỳ thắc mắc hoặc đề nghị nào liên quan đến
máy, cách thức vận hành, bảo dưỡng cũng như hoạt động của máy
xin vui lòng liên lạc với công ty chúng tôi. Chúng tôi rất hân hạnh 
được phục vụ Quý khách.

Chúng tôi tin rằng tài liệu này sẽ giúp ích cho Quý khách và một
lần nữa xin chân thành cảm ơn sự tín nhiệm của Quý khách đối 
với sản phẩm của công ty chúng tôi.
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Nhiệt độ cao của nước giải nhiệt sẽ gây bỏng cho bạn nếu không tuân thủ thực hiện theo hướng dẫn sử dụng.

DANGER: Bạn sẽ bị thương tích nghiêm trọng hay tử vong nếu không làm theo các hướng dẫn sử dụng máy.

WARNING: Bạn sẽ bị thương tích trầm trọng hay dẫn đến tử vong nếu không làm theo các hướng dẫn sử dụng máy. 

        

CAUTION: Bạn sẽ bị thương nếu không làm theo các hướng dẫn sử dụng máy.

IMPORTANT: Máy phát điện của bạn và các tài sản khác sẽ bị hư hỏng nếu không làm theo các chỉ dẫn sử dụng máy

1.1  Các nhãn cảnh báo:

Những nhãn cảnh báo dưới đây lưu ý bạn những nguy hiểm có thể xảy ra và gây thương tích nghiêm trọng. Vui lòng

 

xem các nội dung bên dưới cẩn thận.

●  Vui lòng lưu ý đặc biệt đối với những decal dán trên máy:

 

Cảnh báo nhiệt độ nước cao có 
khả năng gây bỏng cho bạn nếu
vi phạm các quy định về an toàn.

Vị trí nhiệt độ cao của khí xả

Cận thận kẹt tay khi tiếp xúc 
với phần chuyển động quay

Nguy hiểm khi chạm vào

Vị trí xả nhiên liệu cặn

Vị trí xả nước cặn

Vị trí xả nhớt cặn

Hướng dẫn vận hành

Cảnh báo hỏa hoạn có thể xảy ra 

DANGER: Tránh thương tích nghiêm trọng và tử vong.
CAUTION: Chú ý nguyên nhân gây thương tích và hư
 hỏng thiết bị cho mỗi lần vận hành

1.  CÁC QUY ĐỊNH AN TOÀN.

 

1. Do not operate or idle in 
    non ventilated areas, carbon 
    monoxide gas is colorless,
    odorless and deadly.
2. Do not operate in wet 
    or damp conditions.

1. Turn off generator circuit 
    breaker.
2. Turn off all switches on 
    electrical load.
3. Make certain load 
    connections and power 
    cables are in good condition.

To avoid personal injury or 
equipment damage before 
starting engine:

To avoid serious injury or death:

DANGER! CAUTION!

May result if fingers or 
clothing are caught in 
rotating parts.
 

To avoid personal injury:

IG0005-01UV

Do not operate the machine
with the side covers or
access doors removed or 
open.
 

CAUTION!

OPERATING INSTRUCTIONS
Before operating the engine, please read the 
Operator’s Manual carefully to ensure safe operation.

1. Check the engine oil level and add, if the oil level  is low.
2. Check the engine coolant level and add, if the level is low.
3. Check the fuel level and add, if the fuel level is low.
4. Make sure the terminal cover and access door are closed.
5. Turn off the electrical device connected to the Generator.
6. Check the circuit breaker and set to OFF position.
7. For the details of other inspection items and notes on safe
    operation. Read the Operator’s Manual.

Starting and operation

1. Turn “OFF” the Circuit breaker. 
2. Turn “ON” the Starter switch. 
3. Press “RUN” button in Controller to start engine
(Note: Operate the engine with no load for a few minutes).
4 .Turn “ON” set the Circuit breaker. 
5. Turn “ON” the electrical device connected to the 
    Generator.

IG0004-01UV

Stopping the engine

1. Turn “OFF” the electrical device connected to the 
    Generatorr. 
2. Set the Circuit breaker to “OFF”.  
3. Operate the engine with no load for a few minutes.
4. Press “STOP” button in Controller to stop engine. 
5. Turn “OFF” the starter switch.

DO NOT REMOVE RADIATOR CAP

WHILE COOLANT IS HOT.

 

TO AVOID PERSONAL INJURY:

IG0006-01UV

WHEN COOL, ROTATE CAP SLOWLY

TO THE FIRST STOP TO ALLOW

EXCESS PRESSURE TO ESCAPE.

 

CAUTION!

THEN REMOVE CAP COMPLETELY.

WATER
DRAIN

IG
0

0
1

3
-0

1

OIL
DRAIN

IG
0

0
1

2
-0

1

FUEL
DRAIN

IG
0
0
1
4
-0

1

Hot parts can cause severe burns.
HOT SURFACES

Do not touch engine while operating
or just after stopping.

IG0007-01UV

CAUTION!

Do not swing while lifting.
 

To avoid personal injury:

Never use the hook when
the bonnet is removed or 
when any bolts are loose.
 

CAUTION!

IG0024-01UV

WARNING
DO NOT REFUEL WHEN ENGINE IS RUNNING OR HOT.

WHEN REFUELING, KEEP ALL FLAMES, SPARK AND 

CIGARETTES AWAY FROM GENERATOR.

DO NOT OVERFILL FUEL SYSTEM IF ANY FUEL 

OVERDLOWS, WIPE IT UP COMPLETELY BEFORE

STARTING OPERATION. 

IG0008-01UV

!

FUEL: DIESEL (PETROL)
FLAMABLE

Hướng dẫn vận hành máy



4

1.2 Thông tin an toàn sử dụng máy.

An toàn của bạn sẽ đảm bảo tuyệt đối khi vận hành đúng như hướng đẫn. Đọc và hiểu trước khi vận hành 

máy, bạn sẽ giảm được các rủi ro, thương tích và các thiệt hại khác khi đã quen việc vận hành.

1.2.1  Trách nhiệm của người vận hành.

- Biết cách dừng máy trong trường hợp khẩn cấp.

- Thành thạo công tác vận hành và kết nối các thiết bị.

- Đảm bảo được đã đọc và hiểu hướng dẫn trước khi sử dụng.

- Không cho người thiểu năng trí tuệ và trẻ em vận hành máy.

1.2.2  Ảnh hưởng của khí thải.

- Khí thải thông thường chứa thành phần Carbon Monoxit, là một loại khí không màu, không mùi thường 

chứa các độc tố cao. Nếu hít phải khí này nhiều dẽ đẫn đến ngộ độc, suy hô hấp và có thể dẫn đến tử vong.

- Nếu vận hành  trong không gian kín bạn có thể hít phải khí độc này. Cần đặt máy tại những nơi thông thoáng.

1.2.3  Nguy cơ giật điện.

- Sử dụng máy phát điện dưới trời mưa sẽ gây nguy cơ mất an toàn vì điện giật. Không điều khiển vận hành
 
máy khi tay chân ướt, không đảm bảo an toàn điện.

- Nếu máy đặt ngoài trời không được che đậy, người vận hành cần kiểm tra kỹ các mối nối và những vị trí rò
 
rỉ gây mất an toàn điện trước khi thao tác vận hành.

- Không được kết nối trực tiếp nguồn điện của máy phát vào nguồn lưới quốc gia mà phải kết nối thông qua
 
cầu dao đảo chiều.

1.2.4  Nguy cơ cháy nổ.

- Tránh đặt máy và hệ thống khí xả, khí nóng gần những nơi dễ xảy ra cháy nổ như: xưởng hóa chất, xăng,…

vì nhiệt độ khi đó ở máy cao dễ xảy ra cháy nổ.

- Không được châm thêm nhiên liệu cho máy khi máy chưa dừng hẳn.

Hướng dẫn sử dụng Máy Phát Điện Công Nghiệp

Cảnh báo chạm / chập điện

HOT

EXHAUST

Cảnh báo nhiệt nóng khí xả



2.  THÔNG TIN CƠ BẢN VỀ MÁY PHÁT ĐIỆN

3.  GIỚI THIỆU VỀ BỘ ĐIỀU KHIỂN

1

5 6

2 3

7

4

Diễn giải các chức năng trên bộ điều khiển:
1 - Đèn LED hiển thị trạng thái lỗi

2 - Đèn LED hiển chế độ vận hành  Auto

3 - Đèn LED hiển thị trạng thái vận hành Man

4 - Phím chức năng dùng để di chuyển đến trang kế tiếp. 

Trong chế độ lập trình, nó được dùng để vào trang lập trình

 và  lưu dữ liệu lại  đồng thời cũng dùng để tắt còi cảnh báo lỗi.

5 - Phím Reset chức năng phục hồi về trạng thái ban đầu sau khi đã hoàn tất xử lý lỗi. Đồng thời được
 
dùng để thay đổi chế độ vận hành sang chế độ Stop. 

6 - Phím Auto được dùng để chọn chế độ vận hành Auto. Trong lập trình,  nó vận hành như nút “Xuống”
 
(thay đổi vị trí con trỏ hiện tại) hay nút “Giảm” (giảm giá trị thông số)

7 - Phím Start dùng để khởi động máy khi đang ở chế độ Manual.  Trong dạng lập trình, nó vận 

hành như nút “Lên” (thay đổi vị trí con trỏ hiện tại) hay nút “Tăng” (tăng giá trị thông số)

(Để chi tiết hơn, xin vui lòng xem hướng dẫn sử dụng bộ điều khiển EMKO Mini AMF kèm theo máy)
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BẢNG ĐIỀU KHIỂN

HỘP ĐẤU NỐI
(Cho tải & ATS) 

VỊ TRÍ THOÁT GIÓ NÓNG

VỊ TRÍ ỐNG XẢ

VỊ TRÍ CẨU MÁY

CỬA BẢO DƯỠNG

VỊ TRÍ LẮP BULONG ĐẾ MÁY

3. 1 Bộ điều khiển EMKO TRANS MINI AMF:
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n.

y đổi vị trí hiện thời).
20 Nút n

Nhấn nút này để tắt còi b

(Để chi tiết hơn, xin vui lòng xem hướng dẫn sử dụng bộ điều khiển EMKO TRANS AMF kèm theo máy)

3. 2 Bộ điều khiển EMKO TRANS AMF:

1 
2

Diễn giải các chức năng trên bộ điều khiển: 

15 16 17 
1 4 

  
2 19 

 
 

3 

ü  
21

 
 

22 
 

 
 
 

 

5 
6 7 

23 24 25 
 

9 

18 

20 

26 27 8 
10 11 12 13 14 

 

28 29 30 31 32 33 

ü



4.  HƯỚNG DẪN LẮP ĐẶT

4.1  Tiêu chuẩn lắp đặt chung.

Các tiêu chí cơ bản sau đây phải được đưa vào điều khoản cho việc lắp đặt:

- Lựa chọn chính xác của các thiết lập liên quan đến các điều kiện hoạt động của môi trường (nhiệt độ, độ cao,

 độ ẩm) tại nơi đặt máy.

- Các phòng đặt phát điện nếu thiết lập được đặt trong một môi trường khép kín, phải được kích thước phù hợp

 để cho phép tiếp cận tốt cho động cơ và máy phát điện và cho các hoạt động bảo trì & bảo dưỡng.

- Khi đặt máy trong một môi trường khép kín, đảm bảo cung cấp đầy đủ lượng không khí cần thiết cho quá

 trình đốt cháy trong động cơ, để làm mát (tản nhiệt và máy phát điện) và cho thông gió phòng máy (sạch sẽ 

và tươi).

- Sử dụng đúng nhiên liệu và chất bôi trơn.

- Đảm bảo các vấn đề liên quan đến tiếng ồn khi máy hoạt động.

4.2  Các dạng lắp đặt máy phát điện:

- Lắp đặt ngoài trời.

- Lắp đặt trong nhà.

4.2.1  Lắp đặt ngoài trời

Máy phải được bảo vệ chống lại các tác nhân khí quyển như mưa, bụi, vv… và không được đặt trong ánh 

sáng mặt trời trực tiếp, vì điều này có thể gây ra quá nóng. Một giải pháp có thể giải quyết điều này là xây 

dựng một nhà đặt máy.

4.2.2  Lắp đặt trong nhà

Việc lắp đặt máy trong nhà phải tuân thủ các yêu cầu sau:

-  Phù hợp kích thước phòng để máy cho phép dễ dàng vận hành và bảo trì bảo dưỡng. 

-  Khoảng không gian tối thiểu được đề nghị kích thước cho không gian làm việc xung quanh máy là 1 mét 

và chiều cao của phòng máy ≥ 1.5 mét.

Khoảng cách xung quanh 
vị trí đặt máy  tối thiểu 1 mét
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-  Hệ thống cấp gió tươi đảm bảo phòng máy luôn thoáng mát.

 

Cửa cấp gió 
tươi

Cửa thoát 
khí nóng

-  Các hệ thống ống xả phải được thiết kế đi với khoảng cách ngắn nhất có thể và giảm tối thiểu số lượng khúc cua.

 

Bố trí ngõ ra ống khí xả Cố định đường ống khí xả

-  Công tác vận chuyển máy vào vị trí lắp đặt:
 

Dùng con lăn để đưa máy vào vị tríDùng xe nâng tay để đưa máy vào vị trí

Dùng cần cẩu, cẩu trực tiếp máy vào vị trí - Sau khi lắp đặt xong, lưu ý cần đóng tiếp đất

5.  KHỞI ĐỘNG, DỪNG MÁY PHÁT ĐIỆN

5.1  Trình tự khởi động máy phát điện

Bước 1: Tắt tất cả các thiết bị điện sau đó tắt CB trên máy

8

Hướng dẫn sử dụng Máy Phát Điện Công Nghiệp

Bước 2: Kiểm tra và chuyển công tắc “EMEGENCY
              CASE” sang vị trí “CONTROLLER”



Bước 4: Nhấn phím “RUN” trên
bộ điều khiển để khởi động máy

Bước 5: Kiểm tra đèn cảnh báo lỗi trên bộ điều khiển:
-  Nếu đèn cảnh báo không sáng – thực hiện bước 6
- Nếu đèn cảnh báo sáng – kiểm tra lại các thông số
 báo lỗi trên bộ điều khiển

Bước 6: Gạt CB trên máy lên vị trí “ON”. 
Thực hiện đóng CB các thiết bị tiêu thụ
(chỉ đóng tải phù hợp với công suất của 
máy. Tránh trường hợp quá tải).

Chú ý:
- Khi mức nhiên liệu trong lọc nhiên liệu thấp, trước khi thực 
  hiện Bước 3, cần thực hiện nhấn và giữ nút “ ELECTRIC
  FUEL PUMP” như hình bên cạnh trong thời gian khoảng 
  2 phút để khởi động bơm điện  cấp nhiên liệu đến khi lọc đầy.

- Trường hợp bộ điều khiển bị lỗi không thể điều khiển, vận
  hành máy phát điện: Có thể cho máy phát điện hoạt động ở 
  tình trạng khẩn cấp bằng cách:
  Chuyển công tắc “EMEGENCY CASE” sang trạng thái 
 “MANUAL” và  khởi động máy bằng cách xoay khóa đề trên
  bảng điều khiển sang “START” (Việc chạy khẩn cấp này chỉ 
  được thực hiện bởi người có trách nhiệm, đồng thời phải có
  người giám sát hoạt động khi máy chạy).

5.2 Dừng máy

Bước 1: Gạt CB tắt lần lượt các thiết bị điện. Sau đó Gạt CB về vị trí “OFF” trên tủ điều khiển máy phát điện.

Cho máy chạy không tải khoảng 5 phút.

Bước 2: Nhấn phím “STOP” trên bộ điều khiển. Máy sẽ chạy một lúc rồi dừng. Nếu tác động vào phím 

“STOP” 2 lần, máy sẽ lập tức dừng.

Bước 3: Tác động chìa khóa nguồn về vị trí “OFF”
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Bước 3: Lắp chìa khóa nguồn và xoay sang vị trí “ON”



5.3 Dừng máy khẩn cấp

Tác động vào nút “Emegency Stop” Nếu máy không dừng được, thực hiện tắt máy bằng cách tác động cần ga

 về vị trí “STOP” trên thân động cơ.

6.  ĐẤU NỐI MÁY PHÁT ĐIỆN

Ghi chú:

-  Khi sử dụng máy phát điện cần đảm bảo các tải tiêu thụ điện nhỏ hơn công suất của máy. Tránh hiện tượng 

máy chạy quá tải.

-  Nếu bị quá tải cần cắt giảm bớt tải, đảm bảo máy hoạt động tốt.

-  Đối với máy phát điện 3 pha khi lắp đặt cần xác định thứ tự pha. Tránh hiện tượng bị ngược pha, gây hư

 hỏng thiết bị điện.

6.3 Kết nối ATS với máy phát điện:

Trên hộp ngõ điện ra của máy phát có trang bị các domino kết nối với tủ ATS. Khi sử dụng tủ ATS nếu có sự 

cố về nguồn điện lưới, máy sẽ tự khởi động và cấp điện đến các tải tiêu thụ điện.

 

Vị trí kết nối ATS 
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6.1  Máy phát 01 pha: 
        

6.1  Máy phát 03 pha:
         

01 pha

03 pha

L2L1

           Tải 01 pha 220VAC

L3 L2 L1 N
           (Trung tính)

L3 L2 L1 N

           Tải 03 pha 380VAC

           (Trung tính)

L3 L2 L1 N

           Tải 01 pha 220VAC

(Trung tính)



7.  BẢO TRÌ & BẢO DƯỠNG MÁY

7.1  Các công việc cần kiểm tra trước khi bảo trì máy:

Bước 1: Tắt nguồn bộ điều khiển. 

Chuyển công tắt mở nguồn từ vị trí “ON” sang “OFF”. Bước 2: Tác động vào nút Emegency.

7.2  Kiểm tra nhớt

Bước 1: Kiểm tra sự rò rỉ tại vị trí lọc nhớt

Bước 2: Kiểm tra mức nhớt của máy, sử dụng que thăm kiểm tra mực nhớt cho phép để máy hoạt động tốt. 

Mức nhớt cho phép hoạt động tốt khi mức nhớt trong máy đạt được 2/3 que thăm nhớt.

Trường hợp 1: Nếu mức độ nhớt vẫn còn cho phép hoạt động thì ta 

thực hiện việc châm thêm nhớt vào đến mức quy định.

Trường hợp 2: Nhớt máy đã quá hạn sử dụng, cần thay thế nhớt mới

Bước 3: Thay thế nhớt mới cho máy.

Tháo bỏ nhớt cũ trong động cơ, thực hiện bằng cách xả đai ốc (xem hình đính kèm)

 

Vị trí xả nhớt Châm nhớt mới vào máy
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7.3 Kiểm tra nhiên liệu

Bước 1: Kiểm tra rỏ rỉ khu vực đường ống nhiên liệu

của động cơ và bồn nhiên liệu.

Bước 2: Kiểm tra sự rò rỉ nhiên 

liệu tại vị trí lọc nhiên liệu

Bước 3: Kiểm tra mức nhiên liệu trên thước chia vạch của thùng nhiên liệu (Với thùng dầu bên ngoài) hoặc %

mức nhiên liệu trên bộ điều khiển với thao tác sau:

Xoay công tắc sang vị trí: INT. FUEL TANK – Kiểm tra mức của thùng nhiên liệu bên trong máy

Xoay công tắc sang vị trí: EXT. FUEL TANK – Kiểm tra mức của thùng nhiên liệu rời bên ngoài

 
7.4  Kiểm tra nước giải nhiệt

Bước 1: Kiểm tra mức nước của bình chứa phụ. 

-  Nếu mức nước quá thấp cần xem lại lý do giảm nước làm mát.

-  Nếu mức nước cao hơn mức cho phép. Cần kiểm tra nước bên trong két.

Bước 2: Gỡ bỏ nắp két nước, kiểm tra mực nước bên trong két

Bước 3: Kiểm tra và  siếc chặc cổ dê đường ống

Ghi chú: 

-  Chỉ kiểm tra và xả nước giải nhiệt sau khi máy đã dừng hẳn và nguội, tránh trường hợp bị phỏng.

-  Khi thay thế, súc rửa két nước cần pha nước giải nhiệt với tỷ lệ phù hợp. Tỷ lệ pha trộn giữa nước sạch và 
  nước giải nhiệt là 50:50.
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7.5 Kiểm tra két nước làm mát

Kiểm tra bề mặt tản nhiệt của két. Nếu bề mặt nhiều bụi cần vệ sinh sạch sẽ, đảm bảo được két nước giải 

nhiệt tốt khi máy hoạt động.

7.6 Kiểm tra ắc quy

7.6.1 Đối với ắc quy dùng axít:

Châm nước bình ắc quy khi mức nước xuống dưới mực giới hạn cho phép. Hình minh họa nếu vi phạm các 

quy định về an toàn.

Dùng nước lọc châm vào các học bình còn thiếu (tránh hện tượng châm thêm axit vào bình).

Chú ý: Chỉ châm axit vào lần sử dụng bình đầu tiên (bình mới). 

Với nồng độ axit theo tiêu chuẩn của nhà sản xuất (xem hướng dẫn 

sử dụng ắc quy)

Hướng dẫn sử dụng ắc quy

- Châm dung dịch axit sunfuric vào bình đến mức cho phép (Up Level).

- Tỷ trọng điện dịch tại nhiệt độ 20ºC  cho ắc quy của máy tương ứng 1.25 ~ 1.27.

- Sau khi châm axít khoảng 15 phút cần sạc lại bình. Cường độ dòng sạc khoảng 1/10 dung lượng của bình 

ắc quy. Thời gian sạc khoảng 30 phút.

- Trong thời gian sử dụng nếu điện dịch cạn cần châm thêm dung dịch nước cất đến mức “Up Level”. 

Tuyệt đối không được châm thêm axít.
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7.6.2 Đối với ắc quy kín khí:

Kiểm tra hiện trạng bình ắc quy theo dấu hiệu nhận dạng của mắt thần trên bình như sau:

+ Mắt thần báo màu xanh: Bình ắc quy hoạt động bình thường.

+ Mắt thần báo không màu: Điện thế bình ắc quy yếu, cần sạc lại bình.

+ Mắt thần báo màu đỏ: Bình ắc quy bị hỏng, cần thay thế bình mới. Mắt thần



7.9 Kiểm tra, vệ sinh thay thế lọc gió

Sau mỗi lần chạy máy cần kiểm tra lọc gió (tùy thuộc vào môi trường bụi bẩn thì tần suất kiểm tra lọc gió sẽ 

nhiều hơn).

Bước 1: Tháo nắp chụp lọc gió

Bước 2: Tháo nắp giữ lọc gió

Bước 3: Tháo lõi lọc thô và lọc tinh (nếu có) kiểm tra. Dùng súng hơi thổi sạch bụi từ trong ra ngoài

 

7.10 Kiểm tra dây đai quạt gió

Ghi chú: Cách để nhận biết dây đai bị chùng

-  Khi máy chạy có phát ra tiếng kêu lạ ở phần đầu quạt gió của máy

-  Nhiệt độ của máy tăng cao.

-  Cách khắc phục: Dùng chìa khóa chỉnh lại tăng đơ ngay vị trí dynamo sạc.
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7.7 Hướng dẫn cách tháo gỡ Ắc Quy

•  Dùng chìa khóa mở cọc (-) ra trước •   Sau đó mở cọc (+) ra

7.8 Hướng dẫn cách lắp Ắc Quy:

Khi lắp Ắc Quy chúng ta thực hiện ngược lại. Gắn cọc (+) trước sau đó gắn cọc (-).

Ghi chú: Nên cho máy phát điện hoạt động ít nhất 2 tuần/lần, thời gian hoạt động từ 15 – 30 phút để máy sạc lại 

bình, tránh tình trạng điện thế bình giảm quá mức gây hỏng bình.



8. LỊCH KIỂM TRA & BẢO DƯỠNG ĐỊNH KỲ
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1

Hạng mục bảo dưỡng Mỗi 
ngày

50
giờ 100

giờ
200 400 500 800 1000 1500 2

Khoảng thời gian

STT

1 Kiểm tra ống nhiên liệu, cổ dê kẹp

2 Thay nhớt

4

5 Kiểm tra độ chùng dây curoa

6 Kiểm tra ống dẫn nước két giải nhiệt,
 cổ dê

7 Kiểm tra ống dẫn khí lọc gió

8 Thay thế lọc nhớt

9
Thay thế lọc nhiên liệu hay lõi lọc 
nhiên liệu

10
Vệ sinh cốc lọc thô
(Lọc tách nước)

11
Vệ sinh két giải nhiệt 
(Bên ngoài két giải nhiệt)

12 Thay thế dây curoa

13 Kiểm tra khe hở cò mổ (*3)

14 Thay thế lõi lọc gió (*2)

15
Kiểm tra an toàn dây điện và các 
mối nối điện

16 Kiểm tra áp suất phun, béc phun (*3)

17 Kiểm tra bơm cao áp (*3)

18 Thay thế ống dẫn nhiên liệu và các
 cổ dê kẹp (*3)

19
Thay thế ống dẫn nước két giải nhiệt,
 cổ dê

Thay thế bình ắc quy

Thay thế nước giải nhiệt

Thay thế ống dẫn khí lọc gió (*4)

20

21

22

3

Vệ sinh lọc gió (*1) 

Kiểm tra mức điện dịch bình ắc quy

Các hạng mục có dấu     phải được thực hiện sau 50 giờ hoạt động đầu tiên.

(*1): Lọc gió cần được vệ sinh thường xuyên hơn khi sử dụng máy trong môi trường nhiều bụi.

(*2): Sau 6 lần vệ sinh.

(*3): Các hạng mục này cần được thực hiện bởi nhân viên kỹ thuật có hiểu biết hoặc được chứng nhận từ nhà sản xuất.

đầu 

Mỗi

giờ

Mỗi

giờ

Mỗi

giờ

Mỗi

giờ

Mỗi

giờ

Mỗi

giờ

Mỗi Mỗi

năm

Mỗi

(*4): Thay thế sớm hơn nếu cần thiết.

3000
giờ



9. LƯU KHO VÀ BẢO QUẢN MÁY

9.1  Lưu kho.

Các bước cần thực hiện đối với động cơ trước khi lưu kho:

•  Đối với máy phát điện có thời gian lưu kho ≥ 6 tháng:

•  Xả hết nhớt cũ bên trong động cơ sau đó thay nhớt mới (nên chạy máy khoảng 5 phút trước khi xả nhớt).

•  Thay nhớt mới.

•  Xả hết nước trong máy và thay nước mới theo đúng tỷ lệ: nước / chất phụ gia = 1/1.

•  Vệ sinh sạch sẽ hệ thống khí xả và phun các chất bảo vệ chống gỉ sét thích hợp.

•  Tháo bình ắc quy, vệ sinh sạch sẽ và cất giữ nơi khô ráo, sạch sẽ thoáng mát. 

Lưu ý: Đối với bình ắc quy kín khí, định kỳ tối thiểu 4 tháng sạc lại 1 lần.

•  Đối với các bề mặt kim loại không được phủ sơn nên bôi mỡ hoặc chất chống ăn mòn lên.

•  Vệ sinh bên ngoài đầu phát điện, bôi chất chống gỉ sét thích hợp.

•  Đậy kín tất cả lỗ thông của máy phát như nắp dầu bôi trơn, lọc khí, nắp két giải nhiệt, các lỗ thoát của hệ

 thống  khí xả, …

•  Cất giữ máy phát điện nơi khô ráo. Nếu máy phát điện được cất giữ bên ngoài thì cần phải che chắn kỹ không

 để nước mưa, ánh nắng tiếp xúc.

9.2  Chuẩn bị máy phát sau thời gian dài không hoạt động

Để cho máy hoạt động an toàn, hiệu quả sau một thời gian dài cất giữ, cần thực hiện đầy đủ các bước hướng

 dẫn sau đây:

Bước 1: Tháo dỡ các vật che đậy động cơ.

Bước 2: Lắp lại bình ắc quy (chú ý đấu đúng cực tính: thứ tự cực dương trước, cực âm sau).

Bước 3: Xả hết dầu bôi trơn, nước làm mát và thay bằng dầu bôi trơn, nước làm mát mới đúng tiêu chuẩn.

Bước 4: Cung cấp nhiên liệu đúng chủng loại vào bình nhiên liệu.

Bước 5: Tiến hành đầy đủ các bước kiểm tra trước khi khởi động .

Bước 6: Quay trục khuỷu vài lần với mô tơ khởi động. Mỗi lần khoảng 15 giây và cách nhau 2 phút/1 lần 

điều đó đảm bảo cho động cơ được bôi trơn đầy đủ.

Bước 7: Khởi động động cơ và cho chạy không tải khoảng 15 phút. Cần tiến hành làm nóng và kiểm tra các 

thông số của động cơ thật cẩn thận trước khi cho mang tải.

Bước 8: Trong ngày vận hành đầu tiên, nên kiểm tra máy thường xuyên xem có sự rò rỉ hoặc hiện tượng lạ ở máy.

Lưu ý :Không nên khởi động máy quá 30giây/lần và mỗi lần khởi động phải cách nhau ít nhất 2 phút.
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10. CÁCH KIỂM TRA VÀ XỬ LÝ MỘT SỐ LỖICƠ BẢN THƯỜNG GẶP

Loại sự cố  Nguyên nhân xảy ra  Cách xử lý  

Không có nhiên liệu  Châm nhiên liệu cho máy  
Có bọt khí trong đường ống cấp 
nhiên liệu  

Xả gió nhiên liệu  

Nhiên liệu có lẫn nước  
Xả nhiên liệu, vệ sinh lọc nhiên 
liệu  

Ống nhiên liệu bị hỏng  Siết lại hoặc thay thế mới  
Bộ lọc nhiên liệu bị tắc  Vệ sinh hoặc thay thế  
Nhiên liệu có lẫn tạp chất  Thay thế nhiên liệu mới  
Đầu nối ống cấp nhiên liệu đến 
béc phun bị không tiếp xúc chặt  

Siết lại đường ống  

Van ngắt nhiên liệu hỏng  Thay thế mới  
Mô tơ khởi động hỏng

 
Kiểm tra sửa chữa

 
Bình Ắc quy hỏng

 
Thay thế mới

 
Béc phun, bơm cao áp hỏng

 
Vệ sinh hoặc thay thế mới

 

Động cơ không khởi động được  

Các mối nối hệ thống điện bị 
gián đoạn

 
Kiểm tra, thay thế

 
Lọc nhiên liệu bị tắc hoặc có lẫn 
tạp chất

 
Vệ sinh thay thế nhiên liệu mới

 
Lọc gió bị tắc

 
Vệ sinh hoạc thay thế

 Béc phun hoặc bơm  cao ápbị 
nghẹt

 

Kiểm tra vệ sinh lại bơm, béc
 

Động cơ hoạt động không ổn định
 

Điều tốc máy hỏng
 

Kiểm tra, thay thế
 Dư nhớt máy

 
Kiểm tra và nhớt bớt

 Khí thải xuất hiện màu trắng –
 xanh

 

Nhiên liệu phun không đúng chu 
trình

 

Kiểm tra và cân chỉnh thời điểm 
phun của bơm cao áp

 Máy chạy quá tải
  Sử dụng nhiên liệu có tạp chất

  Lọc nhiên liệu bị tắc
 

Vệ sinh, thay thế mới
 

Khí thải xuất hiện màu xám - đen
 

Lọc gió bị tắc
 

Vệ sinh, thay thế mới
 Nhớt động cơ thiếu

 
Kiểm tra & châm thêm

 Lọc nhớt bị tắc
 

Vế sinh hoặc thay thế
 Van an toàn bị nghẹt

 
Vệ sinh

 Lò xo van an toàn bị yếu hoặc  
hỏng

 

Thay thế

 Đường nhớt trong máy bị tắt

 

Vệ sinh

 

Áp lực nhớt thấp

 

Sử dụng nhớt không đúng tiêu 
chuẩn

 

Thay thế nhớt mới đúng tiêu 
chuẩn

 Van an toàn bị hỏng

 

Kiểm tra và thay thế

 Áp lực nhớt cao

 

Dùng loại nhớt không đúng tiêu 
chuẩn

 

Thay thế nhớt mới đúng tiêu 
chuẩn

 Nhớt động cơ không đủ

 

Kiểm tra rò rỉ và châm them nhớt

 Nước giải nhiệt không đủ

 

Kiểm tra rò rỉ và châm thêm nước

 Dây đai quạt gió hỏng

 

Kiểm tra tăng đơ hoặc thay thế

 Van hằng nhiệt không mở

 

Kiểm tra thay mới

 

Nhiệt độ động cơ tăng nhanh

 Bộ tản nhiệt trên két nước quá 
bẩn

 

Kiểm tra vệ sinh
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